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Q1. My airblast sprayer is a:  (choose all that apply) 
 
a) PTO drive, conventional axial fan airblast sprayer 

(Nelson, Rears, AirOFan, etc.) 
b) Engine drive, conventional axial fan airblast 

sprayer (Nelson, Rears, AirOFan, etc.) 
c) Engine drive, Electrostatic/airshear sprayer 

(LectroBlast) 
d) PTO Electrostatic/airshear sprayer (LectroBlast, 

Windmill, Gearmore, etc.) 
e) Specialty compressed air electrostatic sprayer 

(On-Target, etc.) 
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Q2. What information do you need to know to 
calibrate your sprayer? (choose all that apply) 

a) Row spacing 

b) Number of nozzles 

c) Pump capacity 

d) Tractor speed 

e) Nozzle flow rate (GPM) 

f) Operating pressure 

g) 495- a conversion factor 



The Basic Formula- 
ǘƘŜǊŜΩǎ ŀ ǊŜƭŀǘƛƻƴǎƘƛǇ ōŜǘǿŜŜƴ ǘƘŜ ǾŀǊƛŀōƭŜǎ ŀƴŘ Dt!  

GPA = Flow rate (gal/min)                                                                          
        Land rate (ac/min) 



This one formula can be used to calibrate a one gallon hand 
ǎǇǊŀȅŜǊ ƻǊ ŀ ƳƻƴǎǘŜǊ ǘǿƛƴ прέ ŦŀƴǎΣ ŜƴƎƛƴŜ ŘǊƛǾŜ ǎǇǊŀȅŜǊΦ  

How much is the sprayer putting out (spray rate) divided by how 
much land is being treated in the same amount of time (land rate).  



Flow rate and land rate are the variables you need to 
check, no matter what formula or sprayer you use. 
The Basic Formula: 
GPA= Flow rate (gal/min) =                  GPM 
           Land rate (ac/min)        Speed (ft/min) * row width (ft) 
 
Or, solving for flow rate: 
GPM=GPA * [Speed (Feet/min) * Row width (Feet)] 
 
Here is a commonly used formula for GPM. This is the Basic Formula 
reworked to use speed in MPH with a conversion factor 495. 
 
GPM=GPA* Speed (Miles/Hour) * row width (feet) 
                                              495 

 



The Basic Formula  

GPA = Flow rate (gal/min)                                                                          
        Land rate (ac/min) 

From the nozzles 

 
 

²ƘŀǘΩǎ ǘƘƛǎΚ  
Speed, right? 



Land Rate: AREA covered by the nozzles over time 
not just tractor ground speed 

Area covered by the nozzles per unit time 

¦{9 ǘƘŜ Ǌƻǿ ǎǇŀŎƛƴƎ ǘƻ ƎƛǾŜ ǳǎ άǎǿŀǘƘ ǿƛŘǘƘέ 

   

SPEED x WIDTH gives us  
 

    

 

 

 

 

Measure speed (in seconds) and convert to feet per minute. 

Multiply speed (ft/min) by row spacing in feet=area covered by the 
sprayer (ft.²/min) 

 

ÅSpeed (ft/min) x Row spacing (ft.)  

ÅConvert ft.²/min to acres/min 
 

 

ACRES/MIN 



Q3. When is the last time you measured your tractor 
speed? 

  

a) This spring 

b) I ŘƻƴΩǘ ƻǿƴ ŀ ǘǊŀŎǘƻǊ 

c) When I bought it 

d) Speedometer is ōǊƻƪŜƴΣ ŎŀƴΩǘ ƳŜŀǎǳǊŜ ǎǇŜŜŘ 

e) Last time I sprayed 



{ǘŜǇǎ ǘƻ ŎŀƭƛōǊŀǘŜ ŀ ǎǇǊŀȅŜǊΧ 

1. Determine ground speed that best fits the orchard and 
crop stage 

2. Measure that ground speed 
3. With the sprayer parked in the orchard, determine the 

number of nozzles you want to use. 
4. Find a recommended volume per acre (GPA) 
5. Calculate GPM to deliver the GPA at the given land 

rate. 
6. Ground truth GPM 
7. Check spray coverage 



In vigorous, 
large trees, 
sprayer 
speed is the 
most critical 
management 
option/input 
for effective 
coverage and 
pest 
management 



CƛǊǎǘ ǎǘŜǇΧ 
 
DŜǘ ƎǊƻǳƴŘ ǎǇŜŜŘ ǊƛƎƘǘΦ ¢ƘŀǘΩǎ ǘƘŜ ōƛƎƎŜǎǘ 
influence on air movement in the canopy.  
 
Air carries the spray. 
 
άtƻƻǊ ŎƻǾŜǊŀƎŜ ƛǎ ǇƻǎǎƛōƭŜ ŀǘ ŀƴȅ ǎǇǊŀȅ gallonageΦέ  
       Tim Smith, WSU Extension, retired 



Proper ground speed results from assessing the INTERACTION of: 
ÅSprayer Speed 
ÅCanopy (size and density) 

ÅFAN (pitch, diameter) 

L. R. Wunderlich, University of California Cooperative Extension 



Like the hose filling 
glasses, the sprayer should 
move slow enough so the 
fan delivers air through 
the entire canopy but fast 
ŜƴƻǳƎƘ ǘƘŀǘ ƛǎ ƛǎƴΩǘ 
blasting above the tree 
tops. (fill the glasses, but 
not overfill them) 



NOW control (preharvest, full canopy) is reduced with increasing 
sprayer speed.  Data from J. Siegel, USDA 

Height in tree 
(ft ) 

% Loss in NOW control  
Going from  2 to 2.5 MPH 

% Loss in NOW control  
Going from  2 to 3.25 MPH 

6 -10 -4 
8 -10.5 -11 
10 -12.5 -22.5 
12 -23 -36 
14 -36 -52 
16 -51 -69 
18 -70 -90 
20 -95 -100 



The size of the glass influences how fast the hose should 
move to fill each glass without overflowing it. How big is 
ǘƘŜ άƎƭŀǎǎέ ƛƴ ŀƴ ƻǊŎƘŀǊŘ ƻǊ ǾƛƴŜȅŀǊŘ ŀǘ ŀƴȅ ǘƛƳŜΚ 



L.R. Wunderlich 

L. R. Wunderlich, University of California Cooperative Extension 



L. R. Wunderlich, University of California Cooperative Extension 





Most important 
consideration: 
site specific 
CROP size 

From Rears  



DŜŀǊƛƴƎ ŀƴŘ t¢h ǘǊŀŎǘƻǊΩǎ wta ŀƭǎƻ ƛƴŦƭǳŜƴŎŜ Ŧŀƴ 
air delivery (flow of water in hose to fill glasses).  

engine RPM 
Fan air MPH in 
low fan gear 

Fan air MPH in 
high fan gear 

1000 47 51 
1250 58 63 
1500 67 78 
1650 76 85 
1750 81 92 
1800 87 96 
2000 94 105 
2100 96 107 

олέ Ŧŀƴ 





Without adequate air 
speed from the fan, salty 
ƴǳǘǊƛŜƴǘ ǎǇǊŀȅ ƛǎƴΩǘ 
carried into the canopy 
but accumulates on 
exterior leaves. It then 
pools at the bottom of 
the leaf, is concentrated 
and phyto occurs. 


